TYPE 8A TYPE 8B TYPE 8C TYPE 8D
WALL WALL
HT H DEPTH | DEPTH BAR D ;ﬁ?ék DEPTH | DEPTH BAR D ;&?ék DEPTH | DEPTH BAR D ;ﬁ?ék DEPTH | DEPTH BAR D HT H
(mm) D1 (m) D2 (m) (mm) D1 (m) D2 (m) (mm) D1 (m) D2 (m) (mm) D1 (m) D2 (m) (mm) (mm)
T (mm) (mm) T (mm)
1.830 1.065 1.000 #3 at 380 125 1.145 1.065 #*3 345 125 1.065 1.000 #3 at 380 125 1.145 1.065 #3 at 280 1.830
2.440 1.145 | 1.000 | #*3 at 330 125 | 1.220 | 1.145 | =3 215 125 1.145 | 1.065 | #3 at 280 125 | 1.295 | 1.145 | #4 at 305 |2.440
3.050 1.220 1.065 #3 ot 215 125 1.295 1.220 #4 265 125 1.220 1.145 #3 at 315 125 1.370 1.220 #4 at 280 3.050
3.660 1.295 | 1.145 | #4 at 305 125 | 1.450 | 1.295 | #4 255 125 1.370 | 1.220 | #4 ot 265 125 1.525 | 1.370 | #5 ot 305 | 3.660
4.265 1.370 1.220 #4 at 265 125 1.525 1.370 #5 280 125 1.450 1.295 #4 at 240 125 1.600 1.450 #5 at 220 4.265
4.875 1,450 1.295 #5 gt 355 125 1.600 1,450 #5 215 125 1.525 1.370 #5 at 280 125 1.755 1.525 #6 at 240 4.875
5.485 1.525 1.370 #5 at 280 125 1.675 1.525 #6 240 125 1.600 1.450 #5 gt 215 150 1.830 1.600 #6 at 230 5.485
6.095 1.600 | 1.450 | #5 at 150 150 1.755 | 1.600 | #6 240 125 1.675 | 1,525 | #5 at 150 150 1.905 | 1.675 | #*6 ot 190 | 6.095
6.705 1.675 1.525 #5 gt 175 150 1.830 1.675 #6 205 150 1.755 1.600 #5 gt 205 175 1.980 1.755 #6 at 175 6.705
T.315 1.755 1.600 #6 at 205 175 1.905 1.755 #6 165 150 1,830 1.675 #5 at 150 175 2,055 1.830 #6 at 150 7.315
20 mm Chamfer (TYP) NOTES
. + +1 ¢2 1. Wall to be designated Noise Wall Type 8A, 8B, 8C or 8D.
Angle point ! a 1i%)$$wm&&9 The Contract specifies actual wall designations.
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ELEVATION

STEP IN PANEL TOP

2. For intermediate wall heights, use fthe next higher H.

3. Panels shall have at least 915 mm of level ground on
each side.

4. Construction joints in fthe footing shall be spaced at
36.575 m maximum.

5. All joints shall be in full contact and sealed.

6. The Contract specifies actual foundation requirements
Dl or D2.

ALL DIMENSIONS ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED

NOISE BARRIER - TYPE 8

PRECAST CONCRETE WALL
ON TRENCH FOOTING

Precast panel
set vertical

Final

ground
line

e

Compacted Compacted

STANDARD PLAN D-2h

trench trench

TRENCH FOOTING APPROVED FOR PUBLICATION

There shall not be more than 305 mm
differential backfill height

STATE DESIGN ENGINEER DATE

WASHINGTON STATE DEPARTMENT OF TRANSPORTATION
’ OLYMP[A, WASHINGTON




